
CLOSED CELL FOAM

OUR PRODUCTS INCLUDE:
Closed Cell Eva / Polyethylene Sponges

Closed Cell Polymer Sponges

JMP  converts sponge with or without adhesive to any 
shape and size. We also convert sponge into fi nished 
products, including Gaskets, Tool Control Inserts, Roof 
Closures, Sealing Strips, Anti-Fatigue Mats and many 
other products.

We are here to assist our clients in fi nding the most 
ideal solution regardless of the requirements.

+27 (0) 11 433 1870
sales@jmp.co.za

www.jmp.co.za

16 Kindon Road, Robertsham, 
Johannesburg, 2091

+27 (0) 31 914 0136

sales@natalgaskets.com

www.jmp.co.za

12B Palmgate Crescent, Southgate 
Business Park, Umbogintwini, 4125
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EVA-POLYETHYLENE SPONGES

PE 60

PE 60 is a 120 Kg/m³ (density) closed cell EVA  
(Ethylene Vinyl Acetate) sponge. The closed cell  
construction makes it ideal for packaging, underfloor 
insulation, sealing strips, expansion joints and  
sealing applications, where the bolt load is  
insufficient to use solid materials such as rubber.

CLOSED CELL POLYMER SPONGES

JMPE 25

JMPE 25 is a 25 Kg/m³ (density) closed cell sponge. The 
closed cell construction makes it ideal for packaging, 
strips, expansion joints and applications, where the 
bolt load is insufficient to use solid materials such as 
rubber. It can be used in sealing environments up to 
maximum temperature of 70°C.

JMPX 30

JMPX 30 is a 30 Kg/m³ (density) closed cell sponge. 
The closed cell construction makes it ideal for  
packaging, gaskets, strips, expansion joints and  
applications, where the bolt load is insufficient to 
use solid materials such as rubber. It can be used in  
sealing environments up to maximum temperature 
of 70°C.

JMPX 50

JMPX 50 is a 50Kg/m³ (density) closed cell sponge. 
The closed cell construction makes it ideal for  
packaging, gaskets, strips, expansion joints and  
applications, where the bolt load is insufficient to 
use solid materials such as rubber.

JMPX 100

JMPX 100 is a 100 Kg/m³ (density) closed cell  
sponge. The closed cell construction makes it ideal  
for packaging such as dunnages and toolbox inserts 
which is available in various colours for missing toll 
identification. 

JMPX 350

The closed cell construction makes it ideal for  
packaging, gaskets, strips, expansion joints and  
applications, where the bolt load is insufficient to use 
solid materials such as rubber. JMPX 350 is a firmer 
sponge for applications requiring additional rigidity. 

NEOPRENE

Neoprene Sponge is ideal for many interior and  
exterior applications. Neoprene Sponge is an  
excellent material to be used in oil/grease  
applications. It has a slightly higher temperature  
rating than other expanded closed cell rubbers.

EPDM

EPDM Sponge is ideal for many interior and exterior 
applications. EPDM Sponge is an excellent weather 
resistant seal. Due to its good air and UV resistance 
it can be used indoors and outdoors. EPDM has a 
poor resistance to oil.

JMP EPDM SPONGE

Locally manufactured closed cell EPDM sponge.  
Excellent ageing resistance – very good noise  
absorption at low frequency.

SBR

SBR sponge is used for many sealing applications 
due to its good memory and closed cell properties. 
SBR Sponge has good resistance to air and UV 
which makes it ideal for interior and exterior sealing  
applications. SBR has good anti-vibration properties. 
SBR is not recommended for oil environments.

A-FLEX / PVC NITRILE

A-Flex is a soft flexible thermal insulation material 
made from closed-cell, Elastomeric nitrile rubber. 
A-Flex is a Class 0 fire retardant sponge (FR) and 
meets most international fire and smoke standards.


